Spatial Performance of Acousto-Ultrasonic Fiber Bragg Grating Sensor by Wild, Graham & Hinckley, Steven
Edith Cowan University 
Research Online 
ECU Publications Pre. 2011 
1-1-2010 
Spatial Performance of Acousto-Ultrasonic Fiber Bragg Grating 
Sensor 
Graham Wild 
Edith Cowan University 
Steven Hinckley 
Edith Cowan University 
Follow this and additional works at: https://ro.ecu.edu.au/ecuworks 
 Part of the Engineering Commons 
10.1109/JSEN.2009.2038232 
This is an Author's Accepted Manuscript of: Wild, G., & Hinckley, S. (2010). Spatial Performance of Acousto-
Ultrasonic Fiber Bragg Grating Sensor. IEEE Sensors Journal, 10(4), 805 - 806. Available here 
© 2010 IEEE. Personal use of this material is permitted. Permission from IEEE must be obtained for all other uses, 
in any current or future media, including reprinting/republishing this material for advertising or promotional 
purposes, creating new collective works, for resale or redistribution to servers or lists, or reuse of any copyrighted 
component of this work in other works. 
This Journal Article is posted at Research Online. 
https://ro.ecu.edu.au/ecuworks/6467 
IEEE SENSORS JOURNAL, VOL. 10, NO. 4, APRIL 2010 805
Spatial Performance of Acousto-Ultrasonic Fiber Bragg Grating Sensor
Graham Wild, Student Member, IEEE, and Steven Hinckley, Member, IEEE
Abstract—In this letter, we present results for the spatial perfor-
mance of a Fiber Bragg Grating (FBG) sensor to continuous-wave
acousto-ultrasonic (AU) signals. The FBG AU sensor is an intensity
sensor, using a Transmit Reflect Detection System. The AU sensor
was used to receive actively generated continuous-wave ultrasonic
signals from a PZT transducer. We present results showing the re-
ceived signal strength as a function of longitudinal, lateral, and an-
gular separation in small aluminum panels. Measurements were
taken for distances of less then 100 mm and at angles from 0 to 90
between the sensor and the transducer. These results show no di-
rect dependence between the received signal strength and the spa-
tial separation, in the range considered. Only variations due to in-
terference were observed.
Index Terms—Acousto-ultrasonics, fiber Bragg grating, optical
fiber sensing, structural health monitoring.
I. INTRODUCTION
D AMAGE generated by high energy impacts, specificallyin aerospace vehicles, can be significant. The detection
of Acoustic Emissions (AEs) is a current area of research for
Aerospace Vehicle Structural Health Monitoring (SHM), with
applications to the detection and monitoring of micrometeorite
or space debris impacts [1]. Although the passive detection of
AEs is the primary function of these SHM systems, Acousto-Ul-
trasonic (AU) based SHM is required for active damage moni-
toring and location [2].
The use of Fiber Bragg Grating (FBG) sensors for the de-
tection of ultrasound has been established in the literature [3].
Due to the high frequencies, detection of ultrasound with FBGs
is typically limited to edge filter detection. Typically intensity
based FBG sensors for the detection of acoustic signals require
significant amplification of either the received signal [4], or the
ultrasonic source [5]. The FBG sensor using the TRDS previ-
ously reported for the detection of through thickness ultrasound
[6] had improved signal strength without the use of an amplified
ultrasonic source, or signal amplification. We present results of
the FBG AU sensor using the TRDS for the detection of guided
waves ultrasound to characterize the spatial performance of the
sensor.
II. EXPERIMENTS
The experimental setup for measuring the spatial perfor-
mance of the FBG AE sensor with the TRDS is shown in
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Fig. 1. Experimental setup for FBG sensing system using the TRDS to detect
the actively generated acousto-ultrasonic signals.
Fig. 2. Configuration of aluminum panel, showing (a) direction of longitudinal
separation, (b) lateral separation, and (c) arc of bearing.
Fig. 1. Details of the aluminum panels mounting and spatial
separations considered are shown in Fig. 2.
The acoustic signals were actively generating by a PZT trans-
ducer, via an arbitrary waveform generator. The PZT was cou-
pled to the upper surface of the aluminum panel (170 mm 200
mm 1.5 mm), and the FBG was coupled to the under surface
of the panel. The tunable laser was connected to the FBG via
a circulator, which directed the signals from the FBG to the
photoreceivers. The difference between the two received signals
was then displayed on a digital storage oscilloscope.
The PZT transmitter was set to the through thickness res-
onance, 108.8 kHz, previously measured [6]. The wavelength
of the tunable laser was adjusted to give the maximum signal
strength. The digital oscilloscope was set to average the signal
16 times to remove the small amount of flicker observed. First,
bearing measurements were taken, with a separation of 80 mm.
The PZT transducer was initially located at a bearing of 90 ,
which corresponded to a lateral separation of 80 mm. The trans-
ducer was moved along the arc (c) in Fig. 2 in 15 increments
to a bearing of 0 , which corresponded to a longitudinal separa-
tion of 80 mm. The process was then repeated several times to
give an average signal and standard error of the received signal
at each angle. Next, lateral displacement measurements were
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Fig. 3. Average signal strength as a function of (a) longitudinal, (b) lateral, and
(c) angular separations. The standard error of the trials was used for the error
bars. (a) Longitudinal Separation (mm). (b) Lateral separation (mm). (c) Angle
(degrees).
taken. The transducer was again set to 80 mm. The transducer
was moved along line (b) in Fig. 2, in 10 mm increments, to a
lateral separation of 0 mm. As before, several trials were taken
to give an average signal and a standard error for each value
of lateral separation. Finally, longitudinal separation measure-
ments were taken. Here, the procedure for the lateral separation
was repeated, but along line (a) in Fig. 2.
III. RESULTS
The results for all three separations, shown in Fig. 3, show
no direct dependence between the received signal and the sepa-
ration, for the ranges considered, which is demonstrated by the
insignificant correlation coefficients ( ). Although FBG ultra-
sonic receivers do have a strong directional dependency, espe-
cially for detecting AEs [4], the fact that continuous wave ultra-
sonic signals can be utilize in AUs means the directional depen-
dence of FBGs can be overcome.
As the transmitter was moved relative to the FBG receiver,
a large amount of variation was observed in the signal strength
measured, shown by the scatter in the graphs. This is due to
edge reflection within the aluminum panel, resulting in the lo-
cation of constructive and destructive interference of the ultra-
sonic signal.
Future work will look at frequency domain analysis, using
continuous wave AU signals, for damage detection. As with pre-
vious work using frequency domain analysis [7], a sweep sinu-
soidal signal will be used. The sweep rate will be determined
from the transient response of the FBG AU receiver, giving a
quasi-continuous wave AU signal. This may also involve op-
timizing the placement of both the FBG receiver and the PZT
transmitter, taking into consideration the interference effect of
the ultrasonic signal.
IV. CONCLUSION
In conclusion, we have investigated the spatial performance
of a Fiber Bragg Grating (FBG) acousto-ultrasonic sensor. The
results presented for lateral and longitudinal separation between
the FBG and the source suggest that there is little to no direct
dependence of the received signal from the FBG on the sepa-
ration, for continuous wave acoustic signals within the ranges
considered. However, interference effects were responsible for
the signal variations observed.
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